
Nylon Sterilization Products & Roll Stock Tubing
Packaging materials should allow penetration of the sterilization agent and 
maintain sterility of the processed item after sterilization.
• For use with static air or forced air dry heat processes up to 420o F
• Pouches have built-in adhesive tape which eliminates the need for a heat sealer
• Notched pouch for ease of opening after processing
• Complimentary external chemical indicators included
• Tubing is clear, puncture resistant, 1½ mil nylon and is designed to be cut to any length

Dry Heat
Sterilization Products
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NSP-400                                              2” x 10”                                                         100/bx
NSP-405                                              3” x 10”                                                         100/bx
NSP-410                                              4” x 10”                                                         100/bx
NSP-420                                              7” x 10.5”                                                      100/bx
NSP-430                                           9.5” x 13”                                                         100/bx

CAT. NO.                             DESCRIPTION                     PACKAGING

Without Process Indicator
SN2 2” Nylon Roll Stock Tubing 16/cs
SN3 3” Nylon Roll Stock Tubing 12/cs
SN4 4” Nylon Roll Stock Tubing 12/cs
SN6 6” Nylon Roll Stock Tubing 12/cs
With Process Indicator
SN12 2” Nylon Roll Stock Tubing 16/cs
SN13 3” Nylon Roll Stock Tubing 12/cs
SN14 4” Nylon Roll Stock Tubing 12/cs
SN16 6” Nylon Roll Stock Tubing 12/cs

CAT. NO.                             DESCRIPTION                     PACKAGING

Chemical Indicator Strip
Color change, chemical indicators should be used on the inside and outside 
of every package.
• For use with static air or forced air dry heat processes up to 420o F
• Indicator changes color from Green to Brown when processed
• Can be written on and kept as a permanent record

DIS-100                                4” lnternal Indicator Strip                                             100/bx
CAT. NO.                             DESCRIPTION                     PACKAGING

EMS Sterilizer Monitoring Service
Sterilizers should be biologically monitored with a spore test at least weekly, 
and with every load that contains an implant.
• For use with all Dry Heat, Steam, Chemical Vapor and EO Gas type sterilizers
• 3rd party legal documentation from one of the largest sterilizer testing labs in N. America
• 7 day turnaround with test results available online at www.checkyourtest.com
• Accredited sterilization training CD-ROM available upon request with any purchase

EMS-012                        EMS Sterilizer Monitoring Service                              12 tests/bx
EMS-052                        EMS Sterilizer Monitoring Service                              52 tests/bx

CAT. NO.                             DESCRIPTION                     PACKAGING


